
2023





PLASTIC SURFACE
MOUNTED PLATE

15 16 17 18

20 21

24 25 26

27 28 29

03

22
23



SORA 
SENS

MORA 0-10V DIM / TRIAC_DIM /
REMOTE CONTROL / EMERGENCY

40 BOLTON
WHITE/BLACK

31 32 33

34 34 35 36

37 38

41

04

42 SOPOT ROUND

43 SOPOT SQUARE

BOSTON
WHITE/BLACK



47 MESA 27W

45 MESA 27W UGR<19

5049 50

51 52 52

53 54 55

05

46 MESA 27W UGR<19 DIMMABLE
0-10V / TRIAC 46 MESA 27W UGR<19

DALI / EMERGENCY

48 MESA 27W DIMMABLE
0-10V / TRIAC 48 MESA 27W 

DALI / EMERGENCY



57 58 59

60 61

63 64

66 67

06



69 70 71

72 73 74

75 76 77

78 79 80

07

81 82 83



84 85 86

87

08

TAMNA_W90

LED LINEAR OUTDOOR / INDOOR LIGHT

TAMNA_B91 TAMNA_G92

TAMNA_SENS_W93 TAMNA_SENS_B94 TAMNA_SENS_G95

TAMNA_TRIAC DIM_W96 TAMNA_TRIAC DIM_B97 TAMNA_TRIAC DIM_G98



09

TAMNA_WOOD_W101 TAMNA_WOOD_BR102 TAMNA_WOOD_A103

TAMNA_WOOD_BL104 TAMNA_WOOD_TRIAC DIM_W105 TAMNA_WOOD_TRIAC DIM_BR106

TAMNA_WOOD_TRIAC DIM_A107 TAMNA_WOOD_TRIAC DIM_BL108

110 DENA

113 UNA

111 112

114 115 LION



10

116

120 SENSOR

117 118

119

LED EXPLOSION PROOF LIGHT

122 EMET 123 ENID 124 ELGIN

TENRI126 127 128



11

133 HEMET 134 HEZE

137 GIZA

135

PARK LIGHT

129 130TAMASENS 131

TOGAN141

LED HIGH MAST LIGHT

139 DINA 140 DEVA



TRENTON142

VESTA_NARROW

143 VESTA NARROW 4000K

145144144

12

146



13

147 148 148

149 149

150 151





VOLTAGE

24V
24V
24V
24V
24V
24V
24V
24V
24V
24V
24V
24V
24V
24V

15



EPISTAR
SMD2835

VOLTAGE

24V
24V
24V
24V
24V
24V
24V
24V

12V
12V
12V
12V
12V
12V
12V
12V

16



VOLTAGE

24V
24V
24V
24V
24V
24V
24V
24V

17



18





20



21



22



11W

15W

22W

30W

15W

22W

30W

11W

15W

22W

15W

22W

23



24

6003500044

6003500046

6003500047

Plastic Surface mounted plate R155

Plastic Surface mounted plate R185

Plastic Surface mounted plate R215

Ø154.5x37 mm 

Ø184.5x37 mm 

Ø214.5x37 mm 

PLASTIC SURFACE MOUNTED PLATE

RONDA

ROSA



Ø71 mm

25



Ø71 mm

26



27



28



29





31



32



MORA_0-10V_DIMMABLE

MORA_TRIAC_DIMMABLE

MORA_REMOTE CONTROL

MORA_EMERGENCY

33



230x30 mm

280x30 mm

380x40 mm

480x40 mm

280x30 mm

380x40 mm

34



290x40 mm

35



36



37



38





BOLTON

6004000153
6004000154

6004000155

6004000156

6004000157

6004000158

BOLTON100_36W_W_LED_3600
BOLTON100_48W_W_LED_4800

BOLTON100_60W_W_LED_6000

BOLTON100_36W_B_LED_3600

BOLTON100_48W_B_LED_4800

BOLTON100_60W_B_LED_6000

40



41



42



43





MESA_27W_UGR<19

6003000085 MESA160_27W_4K_UGR_4315 27W 4315lm

45



46

MESA_27W_UGR<19_0-10V_DIMMABLE

MESA_27W_UGR<19_TRIAC_DIMMABLE

MESA_27W_UGR<19_DALI

MESA_27W_UGR<19_EMERGENCY

6003100085 MESA160_27W_4K_UGR_4315_0-10V 27W 4315lm

6003300085 MESA160_27W_4K_UGR_4315_TRIAC 27W 4315lm

6003400085 MESA160_27W_4K_UGR_4315_DALI 27W 4315lm

6003200085 MESA160_27W_4K_UGR_4315_EM 27W 4315lm



6003000084 MESA160_27W_4K_LED_4315 27W 4315lm

MESA_27W

47



48

MESA_27W_0-10V_DIMMABLE

MESA_27W_TRIAC_DIMMABLE

MESA_27W_DALI

MESA_27W_EMERGENCY

27W 4315lm

27W 4315lm

27W 4315lm

27W 4315lm

6003100084 MESA160_27W_4K_LED_4315_0-10V

6003300084 MESA160_27W_4K_LED_4315_TRIAC

6003400084 MESA160_27W_4K_LED_4315_DALI

6003200084 MESA160_27W_4K_LED_4315_EM



49



50



51



52



53



54



55





57



30°

58



45°

55x100m m

95x140m m

115x160m m

55x100m m

95x140m m

115x160m m

59



45°

55x55x120m m

75x75x140m m

96x96x150m m

55x55x120m m

75x75x140m m

96x96x150m m

60



36°

TARTU80_10W_B_7_LED_901

TARTU80_10W_W_7_LED_901

60x695 mm

60x597 mm

60x494 mm

60x395 mm

60x695 mm

60x597 mm

60x494 mm

60x395 mm

61





BEAM
ANGLE

24°

24°

24°

24°

24°

120°

120°

120°

24°

24°

24°

63



64





BEAM
ANGLE

30°

40°

30°

30°

40°

40°

40°

BEAM
ANGLE

30°

30°

30°

40°

30°

30°

40°

30°

30°

Ø 48x78x36x40x83mm

Ø 48x108x36x45x122mm

Ø 57x133x48x45x122mm

Ø 71x138x60x50x166mm

Ø 48x78x36x40x83mm

Ø 48x108x36x45x122mm

Ø 57x133x48x45x122mm

Ø 48x78x36x40x83mm

Ø 48x108x36x45x122mm

Ø 57x133x48x45x122mm

Ø 71x138x60x50x166mm

Ø 48x78x36x40x83mm

Ø 48x108x36x45x122mm

Ø 57x133x48x45x122mm

Ø 90x150x50x67x205mm

Ø 90x150x50x67x205mm

66



67





585x67x35 mm

1163x67x35 mm

1745x67x35 mm

2325x67x35 mm

585x67x35 mm

1163x67x35 mm

1745x67x35 mm

2325x67x35 mm

585x67x35 mm

1163x67x35 mm

1745x67x35 mm

2325x67x35 mm

69



1163x67x35 mm

2325x67x35 mm

1163x67x35 mm

2325x67x35 mm

1163x67x35 mm

2325x67x35 mm

1163x67x35 mm

2325x67x35 mm

1163x67x35 mm

2325x67x35 mm

1163x67x35 mm

2325x67x35 mm

585x67x35 mm

1163x67x35 mm

1745x67x35 mm

2325x67x35 mm

585x67x35 mm

1163x67x35 mm

1745x67x35 mm

2325x67x35 mm

585x67x35 mm

1163x67x35 mm

1745x67x35 mm

2325x67x35 mm

70



550x67x35 mm

1163x67x35 mm

1705x67x35 mm

2315x67x35 mm

550x67x35 mm

1163x67x35 mm

1705x67x35 mm

2315x67x35 mm

550x67x35 mm

1163x67x35 mm

1705x67x35 mm

2315x67x35 mm

550x67x35 mm

1163x67x35 mm

1705x67x35 mm

2315x67x35 mm

550x67x35 mm

1163x67x35 mm

1705x67x35 mm

2315x67x35 mm

550x67x35 mm

1163x67x35 mm

1705x67x35 mm

2315x67x35 mm

71



585x67x35 mm

1163x67x35 mm

1745x67x35 mm

2325x67x35 mm

585x67x35 mm

1163x67x35 mm

1745x67x35 mm

2325x67x35 mm

585x67x35 mm

1163x67x35 mm

1745x67x35 mm

2325x67x35 mm

72



1163x67x35 mm

2325x67x35 mm
1163x67x35 mm

2325x67x35 mm

1163x67x35 mm

2325x67x35 mm

585x67x35 mm

1163x67x35 mm

1745x67x35 mm

2325x67x35 mm

585x67x35 mm

1163x67x35 mm

1745x67x35 mm

2325x67x35 mm

585x67x35 mm

1163x67x35 mm

1745x67x35 mm

2325x67x35 mm

1163x67x35 mm

2325x67x35 mm

1163x67x35 mm

2325x67x35 mm

1163x67x35 mm

2325x67x35 mm

73



550x67x35 mm

1163x67x35 mm

1705x67x35 mm

2315x67x35 mm

550x67x35 mm

1163x67x35 mm

1705x67x35 mm

2315x67x35 mm

550x67x35 mm

1163x67x35 mm

1705x67x35 mm

2315x67x35 mm

74



75



76

6004610001 LIMAN100_EASY_RF_REMOTE



77



78



79



80



81



82



83



84



85



86



87







TAMNA_W

6006000076 10W 600x80mm 3000K/4000K

IP65
IK08 90

TAMNA6_10W_W_LED_800 White

A surface mounting LED linear luminaire for outdoor and indoor using, with a slim 1,5mm profile.
Electronic, fixed output gear.
Body: sheet steel white, black or grey.
Diffuser: UV - stabilised, PRO-LINE optic. Electrical connection via push wire terminal block..
Complete with 3000K or 4000K LED.

6006000077 16W 600x80mm 3000K/4000K

6006000078
6006000079
6006000080
6006000081
6006000082
6006000083
6006000084
6006000085
6006000086
6006000087

6006000088

TAMNA6_16W_W_LED_1280
TAMNA12_12W_W_LED_960
TAMNA12_24W_W_LED_1920
TAMNA12_35W_W_LED_2800
TAMNA16_15W_W_LED_1200
TAMNA16_30W_W_LED_2400
TAMNA16_45W_W_LED_3600
TAMNA20_20W_W_LED_1600
TAMNA20_40W_W_LED_3200
TAMNA20_60W_W_LED_4800
TAMNA24_22W_W_LED_1760

TAMNA24_45W_W_LED_3600

12W
24W
35W
15W
30W
45W
20W
40W
60W
22W

45W

3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K

3000K/4000K
3000K/4000K

3000K/4000K

White
White
White
White
White
White
White
White
White
White
White

White

1200x80mm
1200x80mm
1200x80mm
1600x80mm
1600x80mm
1600x80mm
2000x80mm
2000x80mm
2000x80mm
2400x80mm

2400x80mm

KELVIN

90



TAMNA_B

6006000089 10W 600x80mm 3000K/4000K

IP65
IK08 90

TAMNA6_10W_B_LED_800 Black

A surface mounting LED linear luminaire for outdoor and indoor using, with a slim 1,5mm profile.
Electronic, fixed output gear.
Body: sheet steel white, black or grey.
Diffuser: UV - stabilised, PRO-LINE optic. Electrical connection via push wire terminal block..
Complete with 3000K or 4000K LED.

6006000090 16W 600x80mm 3000K/4000K

6006000091
6006000092
6006000093
6006000094
6006000095
6006000096
6006000097
6006000098
6006000099
6006000100

6006000101

TAMNA6_16W_B_LED_1280
TAMNA12_12W_B_LED_960
TAMNA12_24W_B_LED_1920
TAMNA12_35W_B_LED_2800
TAMNA16_15W_B_LED_1200
TAMNA16_30W_B_LED_2400
TAMNA16_45W_B_LED_3600
TAMNA20_20W_B_LED_1600
TAMNA20_40W_B_LED_3200
TAMNA20_60W_B_LED_4800
TAMNA24_22W_B_LED_1760

TAMNA24_45W_B_LED_3600

12W
24W
35W
15W
30W
45W
20W
40W
60W
22W

45W

3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K

3000K/4000K
3000K/4000K

3000K/4000K

Black
Black
Black
Black
Black
Black
Black
Black
Black
Black
Black

Black

1200x80mm
1200x80mm
1200x80mm
1600x80mm
1600x80mm
1600x80mm
2000x80mm
2000x80mm
2000x80mm
2400x80mm

2400x80mm

KELVIN

91



TAMNA_G

6006000102 10W 600x80mm 3000K/4000K

IP65
IK08 90

TAMNA6_10W_G_LED_800 Grey

A surface mounting LED linear luminaire for outdoor and indoor using, with a slim 1,5mm profile.
Electronic, fixed output gear.
Body: sheet steel white, black or grey.
Diffuser: UV - stabilised, PRO-LINE optic. Electrical connection via push wire terminal block..
Complete with 3000K or 4000K LED.

6006000103 16W 600x80mm 3000K/4000K

6006000104
6006000105
6006000106
6006000107
6006000108
6006000109
6006000110
6006000111
6006000112
6006000113

6006000114

TAMNA6_16W_G_LED_1280
TAMNA12_12W_G_LED_960
TAMNA12_24W_G_LED_1920
TAMNA12_35W_G_LED_2800
TAMNA16_15W_G_LED_1200
TAMNA16_30W_G_LED_2400
TAMNA16_45W_G_LED_3600
TAMNA20_20W_G_LED_1600
TAMNA20_40W_G_LED_3200
TAMNA20_60W_G_LED_4800
TAMNA24_22W_G_LED_1760

TAMNA24_45W_G_LED_3600

12W
24W
35W
15W
30W
45W
20W
40W
60W
22W

45W

3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K

3000K/4000K
3000K/4000K

3000K/4000K

Grey
Grey
Grey
Grey
Grey
Grey
Grey
Grey
Grey
Grey
Grey

Grey

1200x80mm
1200x80mm
1200x80mm
1600x80mm
1600x80mm
1600x80mm
2000x80mm
2000x80mm
2000x80mm
2400x80mm

2400x80mm

KELVIN

92
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TAMNA_W_SENS

6006700076 10W 600x80mm 3000K/4000KTAMNA6_10W_W_LED_800_SENS White

A surface mounting LED linear luminaire for outdoor and indoor using, 
with a slim 1,5mm profile and microwave sensor.
Electronic, fixed output gear.
Body: sheet steel white.
Diffuser: UV - stabilised, PRO-LINE optic. Electrical connection via push wire terminal block.
Complete with 3000K or 4000K LED.

6006700077 16W 600x80mm 3000K/4000K

6006700078
6006700079
6006700080
6006700081
6006700082
6006700083
6006700084
6006700085
6006700086
6006700087

6006700088

TAMNA6_16W_W_LED_1280_SENS
TAMNA12_12W_W_LED_960_SENS
TAMNA12_24W_W_LED_1920_SENS
TAMNA12_35W_W_LED_2800_SENS
TAMNA16_15W_W_LED_1200_SENS
TAMNA16_30W_W_LED_2400_SENS
TAMNA16_45W_W_LED_3600_SENS
TAMNA20_20W_W_LED_1600_SENS
TAMNA20_40W_W_LED_3200_SENS
TAMNA20_60W_W_LED_4800_SENS
TAMNA24_22W_W_LED_1760_SENS

TAMNA24_45W_W_LED_3600_SENS

12W
24W
35W
15W
30W
45W
20W
40W
60W
22W

45W

3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K

3000K/4000K
3000K/4000K

3000K/4000K

White
White
White
White
White
White
White
White
White
White
White

White

1200x80mm
1200x80mm
1200x80mm
1600x80mm
1600x80mm
1600x80mm
2000x80mm
2000x80mm
2000x80mm
2400x80mm

2400x80mm

KELVIN

IP65
IK08 90 LED CHIPS

Luminaire warranty 5 years/sensor warranty 1 year.
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TAMNA_B_SENS

6006700089 10W 600x80mm 3000K/4000KTAMNA6_10W_B_LED_800_SENS Black
6006700090 16W 600x80mm 3000K/4000K

6006700091
6006700092
6006700093
6006700094
6006700095
6006700096
6006700097
6006700098
6006700099
6006700100

6006700101

TAMNA6_16W_B_LED_1280_SENS
TAMNA12_12W_B_LED_960_SENS
TAMNA12_24W_B_LED_1920_SENS
TAMNA12_35W_B_LED_2800_SENS
TAMNA16_15W_B_LED_1200_SENS
TAMNA16_30W_B_LED_2400_SENS
TAMNA16_45W_B_LED_3600_SENS
TAMNA20_20W_B_LED_1600_SENS
TAMNA20_40W_B_LED_3200_SENS
TAMNA20_60W_B_LED_4800_SENS
TAMNA24_22W_B_LED_1760_SENS

TAMNA24_45W_B_LED_3600_SENS

12W
24W
35W
15W
30W
45W
20W
40W
60W
22W

45W

3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K

3000K/4000K
3000K/4000K

3000K/4000K

Black
Black
Black
Black
Black
Black
Black
Black
Black
Black
Black

Black

1200x80mm
1200x80mm
1200x80mm
1600x80mm
1600x80mm
1600x80mm
2000x80mm
2000x80mm
2000x80mm
2400x80mm

2400x80mm

KELVIN

IP65
IK08 90 LED CHIPS

A surface mounting LED linear luminaire for outdoor and indoor using, 
with a slim 1,5mm profile and microwave sensor.
Electronic, fixed output gear.
Body: sheet steel black.
Diffuser: UV - stabilised, PRO-LINE optic. Electrical connection via push wire terminal block..
Complete with 3000K or 4000K LED.
Luminaire warranty 5 years/sensor warranty 1 year.
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TAMNA_G_SENS

6006700102 10W 600x80mm 3000K/4000KTAMNA6_10W_G_LED_800_SENS Grey
6006700103 16W 600x80mm 3000K/4000K

6006700104
6006700105
6006700106
6006700107
6006700108
6006700109
6006700110
6006700111
6006700112
6006700113

6006700114

TAMNA6_16W_G_LED_1280_SENS
TAMNA12_12W_G_LED_960_SENS
TAMNA12_24W_G_LED_1920_SENS
TAMNA12_35W_G_LED_2800_SENS
TAMNA16_15W_G_LED_1200_SENS
TAMNA16_30W_G_LED_2400_SENS
TAMNA16_45W_G_LED_3600_SENS
TAMNA20_20W_G_LED_1600_SENS
TAMNA20_40W_G_LED_3200_SENS
TAMNA20_60W_G_LED_4800_SENS
TAMNA24_22W_G_LED_1760_SENS

TAMNA24_45W_G_LED_3600_SENS

12W
24W
35W
15W
30W
45W
20W
40W
60W
22W

45W

3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K

3000K/4000K
3000K/4000K

3000K/4000K

Grey
Grey
Grey
Grey
Grey
Grey
Grey
Grey
Grey
Grey
Grey

Grey

1200x80mm
1200x80mm
1200x80mm
1600x80mm
1600x80mm
1600x80mm
2000x80mm
2000x80mm
2000x80mm
2400x80mm

2400x80mm

KELVIN

IP65
IK08 90 LED CHIPS

A surface mounting LED linear luminaire for outdoor and indoor using, 
with a slim 1,5mm profile and microwave sensor.
Electronic, fixed output gear.
Body: sheet steel grey.
Diffuser: UV - stabilised, PRO-LINE optic. Electrical connection via push wire terminal block..
Complete with 3000K or 4000K LED.
Luminaire warranty 5 years/sensor warranty 1 year.



TAMNA_W_TRIAC DIMMABLE

96

6006300076 10W 600x80mm 3000K/4000KTAMNA6_10W_W_LED_800_DIM White
6006300077 16W 600x80mm 3000K/4000K

6006300078
6006300079
6006300080
6006300081
6006300082
6006300083
6006300084
6006300085
6006300086
6006300087

6006300088

TAMNA6_16W_W_LED_1280_DIM
TAMNA12_12W_W_LED_960_DIM
TAMNA12_24W_W_LED_1920_DIM
TAMNA12_35W_W_LED_2800_DIM
TAMNA16_15W_W_LED_1200_DIM
TAMNA16_30W_W_LED_2400_DIM
TAMNA16_45W_W_LED_3600_DIM
TAMNA20_20W_W_LED_1600_DIM
TAMNA20_40W_W_LED_3200_DIM
TAMNA20_60W_W_LED_4800_DIM
TAMNA24_22W_W_LED_1760_DIM

TAMNA24_45W_W_LED_3600_DIM

12W
24W
35W
15W
30W
45W
20W
40W
60W
22W

45W

3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K

3000K/4000K
3000K/4000K

3000K/4000K

White
White
White
White
White
White
White
White
White
White
White

White

1200x80mm
1200x80mm
1200x80mm
1600x80mm
1600x80mm
1600x80mm
2000x80mm
2000x80mm
2000x80mm
2400x80mm

2400x80mm

KELVIN

IP65
IK08 90 LED CHIPS

A surface mounting LED linear luminaire for outdoor and indoor using, with a slim 1,5mm profile.
Light intensity control (dimming: TRIAC, 0-10V).
Body: sheet steel white.
Diffuser: UV - stabilised, PRO-LINE optic. Electrical connection via push wire terminal block..
Complete with 3000K or 4000K LED.
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TAMNA_B_TRIAC DIMMABLE

6006300089 10W 600x80mm 3000K/4000KTAMNA6_10W_B_LED_800_DIM Black
6006300090 16W 600x80mm 3000K/4000K

6006300091
6006300092
6006300093
6006300094
6006300095
6006300096
6006300097
6006300098
6006300099
6006300100

6006300101

TAMNA6_16W_B_LED_1280_DIM
TAMNA12_12W_B_LED_960_DIM
TAMNA12_24W_B_LED_1920_DIM
TAMNA12_35W_B_LED_2800_DIM
TAMNA16_15W_B_LED_1200_DIM
TAMNA16_30W_B_LED_2400_DIM
TAMNA16_45W_B_LED_3600_DIM
TAMNA20_20W_B_LED_1600_DIM
TAMNA20_40W_B_LED_3200_DIM
TAMNA20_60W_B_LED_4800_DIM
TAMNA24_22W_B_LED_1760_DIM

TAMNA24_45W_B_LED_3600_DIM

12W
24W
35W
15W
30W
45W
20W
40W
60W
22W

45W

3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K

3000K/4000K
3000K/4000K

3000K/4000K

Black
Black
Black
Black
Black
Black
Black
Black
Black
Black
Black

Black

1200x80mm
1200x80mm
1200x80mm
1600x80mm
1600x80mm
1600x80mm
2000x80mm
2000x80mm
2000x80mm
2400x80mm

2400x80mm

KELVIN

IP65
IK08 90 LED CHIPS

A surface mounting LED linear luminaire for outdoor and indoor using, with a slim 1,5mm profile.

Body: sheet steel black.
Diffuser: UV - stabilised, PRO-LINE optic. Electrical connection via push wire terminal block..
Complete with 3000K or 4000K LED.

Light intensity control (dimming: TRIAC, 0-10V).
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TAMNA_G_TRIAC DIMMABLE

6006300102 10W 600x80mm 3000K/4000KTAMNA6_10W_G_LED_800_DIM Grey
6006300103 16W 600x80mm 3000K/4000K

6006300104
6006300105
6006300106
6006300107
6006300108
6006300109
6006300110
6006300111
6006300112
6006300113

6006300114

TAMNA6_16W_G_LED_1280_DIM

TAMNA12_12W_G_LED_960_DIM
TAMNA12_24W_G_LED_1920_DIM
TAMNA12_35W_G_LED_2800_DIM
TAMNA16_15W_G_LED_1200_DIM
TAMNA16_30W_G_LED_2400_DIM
TAMNA16_45W_G_LED_3600_DIM
TAMNA20_20W_G_LED_1600_DIM
TAMNA20_40W_G_LED_3200_DIM
TAMNA20_60W_G_LED_4800_DIM
TAMNA24_22W_G_LED_1760_DIM

TAMNA24_45W_G_LED_3600_DIM

12W
24W
35W
15W
30W
45W
20W
40W
60W
22W

45W

3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K

3000K/4000K
3000K/4000K

3000K/4000K

Grey

Grey
Grey
Grey
Grey
Grey
Grey
Grey
Grey
Grey
Grey

Grey

1200x80mm
1200x80mm
1200x80mm
1600x80mm
1600x80mm
1600x80mm
2000x80mm
2000x80mm
2000x80mm
2400x80mm

2400x80mm

KELVIN

IP65
IK08 90 LED CHIPS

A surface mounting LED linear luminaire for outdoor and indoor using, with a slim 1,5mm profile.

Body: sheet steel grey.
Diffuser: UV - stabilised, PRO-LINE optic. Electrical connection via push wire terminal block..
Complete with 3000K or 4000K LED.

Light intensity control (dimming: TRIAC, 0-10V).



TAMNA_WOOD

Charred wood maintenance

Proper maintenance of charred wood allow to last for timber at least 50 years.  

To preserve the color and properties of charred wood we recommend 

renew the oil (for outdoor surfaces) layer every 4-5 years.

A surface mounting LED linear luminaire combined with charred wood (conifer) 

for outdoor and indoor using, with a slim 1,5mm profile. 

After charring, the wood surface is wire-brushed, he coarse charred layer 

is brushed off and covered with the oil (For outdoor surfaces). 

Because of these processes wood surface become soft silky, 

the burnt grooves are subtle shades of dark brown. 

Covering the charred timber with oil reveals its structure and natural beauty. 

Colored oils can give wood different shades. 

Charring technology protects timber from humidity, UV rays, Mold, 

Parasites, Fire (the wood becomes more fire-resistant). 

Electronic, fixed output gear. 

IP67, IK08. Body: sheet steel. 

Diffuser; UV-stabilised, PRO_LINE optic. 

Electrical connection via push wire terminal blocks. 

Complete with 3000K or 4000K LED
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TAMNA_WOOD_WHITE

10W 600x80mm 3000K/4000K White

A surface mounting LED linear luminaire for outdoor and indoor using, with burned wood profile. 
Electronic, fixed output gear.
Body: sheet steel white.
Diffuser: UV - stabilised, PRO-LINE optic. Electrical connection via push wire terminal block..
Complete with 3000K or 4000K LED.

16W 600x80mm 3000K/4000K

12W
24W
35W
15W
30W
45W
20W
40W
60W
22W

45W

3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K

3000K/4000K
3000K/4000K

3000K/4000K

White
White
White
White
White
White
White
White
White
White
White

White

1200x80mm
1200x80mm
1200x80mm
1600x80mm
1600x80mm
1600x80mm
2000x80mm
2000x80mm
2000x80mm
2400x80mm

2400x80mm

KELVIN

IP65
IK08 90

POWER SUPPLY
LED CHIPS

6006000115 TAMNA6_10W_WW_LED_800
6006000116
6006000117
6006000118
6006000119
6006000120
6006000121
6006000122
6006000123
6006000124
6006000125
6006000126

6006000127

TAMNA6_16W_WW_LED_1280
TAMNA12_12W_WW_LED_960
TAMNA12_24W_WW_LED_1920
TAMNA12_35W_WW_LED_2800
TAMNA16_15W_WW_LED_1200
TAMNA16_30W_WW_LED_2400
TAMNA16_45W_WW_LED_3600
TAMNA20_20W_WW_LED_1600
TAMNA20_40W_WW_LED_3200
TAMNA20_60W_WW_LED_4800
TAMNA24_22W_WW_LED_1760

TAMNA24_45W_WW_LED_3600
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TAMNA_WOOD_BROWN

10W 600x80mm 3000K/4000K Brown

A surface mounting LED linear luminaire for outdoor and indoor using, with burned wood profile.
Electronic, fixed output gear.
Body: sheet steel brown.
Diffuser: UV - stabilised, PRO-LINE optic. Electrical connection via push wire terminal block..
Complete with 3000K or 4000K LED.

16W 600x80mm 3000K/4000K

12W
24W
35W
15W
30W
45W
20W
40W
60W
22W

45W

3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K

3000K/4000K
3000K/4000K

3000K/4000K

Brown
Brown
Brown
Brown
Brown
Brown
Brown
Brown
Brown
Brown
Brown

Brown

1200x80mm
1200x80mm
1200x80mm
1600x80mm
1600x80mm
1600x80mm
2000x80mm
2000x80mm
2000x80mm
2400x80mm

2400x80mm

KELVIN

IP65
IK08 90

POWER SUPPLY
LED CHIPS

6006000128 TAMNA6_10W_WB_LED_800
6006000129
6006000130
6006000131
6006000132
6006000133
6006000134
6006000135
6006000136
6006000137
6006000138
6006000139

6006000140

TAMNA6_16W_WB_LED_1280
TAMNA12_12W_WB_LED_960
TAMNA12_24W_WB_LED_1920
TAMNA12_35W_WB_LED_2800
TAMNA16_15W_WB_LED_1200
TAMNA16_30W_WB_LED_2400
TAMNA16_45W_WB_LED_3600
TAMNA20_20W_WB_LED_1600
TAMNA20_40W_WB_LED_3200
TAMNA20_60W_WB_LED_4800
TAMNA24_22W_WB_LED_1760

TAMNA24_45W_WB_LED_3600
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TAMNA_WOOD_ANTRACITE

10W 600x80mm 3000K/4000K Antracite

A surface mounting LED linear luminaire for outdoor and indoor using, with burned wood profile.
Electronic, fixed output gear.
Body: sheet steel antracite.
Diffuser: UV - stabilised, PRO-LINE optic. Electrical connection via push wire terminal block..
Complete with 3000K or 4000K LED.

16W 600x80mm 3000K/4000K

12W
24W
35W
15W
30W
45W
20W
40W
60W
22W

45W

3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K

3000K/4000K
3000K/4000K

3000K/4000K

Antracite
Antracite
Antracite
Antracite
Antracite
Antracite
Antracite
Antracite
Antracite
Antracite
Antracite

Antracite

1200x80mm
1200x80mm
1200x80mm
1600x80mm
1600x80mm
1600x80mm
2000x80mm
2000x80mm
2000x80mm
2400x80mm

2400x80mm

KELVIN

IP65
IK08 90

POWER SUPPLY
LED CHIPS

6006000141 TAMNA6_10W_WA_LED_800
6006000142
6006000143
6006000144
6006000145
6006000146
6006000147
6006000148
6006000149
6006000150
6006000151
6006000152

6006000153

TAMNA6_16W_WA_LED_1280
TAMNA12_12W_WA_LED_960
TAMNA12_24W_WA_LED_1920
TAMNA12_35W_WA_LED_2800
TAMNA16_15W_WA_LED_1200
TAMNA16_30W_WA_LED_2400
TAMNA16_45W_WA_LED_3600
TAMNA20_20W_WA_LED_1600
TAMNA20_40W_WA_LED_3200
TAMNA20_60W_WA_LED_4800
TAMNA24_22W_WA_LED_1760

TAMNA24_45W_WA_LED_3600
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TAMNA_WOOD_BLACK

A surface mounting LED linear luminaire for outdoor and indoor using, with burned wood profile.
Electronic, fixed output gear.
Body: sheet steel black.
Diffuser: UV - stabilised, PRO-LINE optic. Electrical connection via push wire terminal block..
Complete with 3000K or 4000K LED.

IP65
IK08 90

POWER SUPPLY
LED CHIPS

10W 600x80mm 3000K/4000K Black
16W 600x80mm 3000K/4000K

12W
24W
35W
15W
30W
45W
20W
40W
60W
22W

45W

3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K

3000K/4000K
3000K/4000K

3000K/4000K

Black
Black
Black
Black
Black
Black
Black
Black
Black
Black
Black

Black

1200x80mm
1200x80mm
1200x80mm
1600x80mm
1600x80mm
1600x80mm
2000x80mm
2000x80mm
2000x80mm
2400x80mm

2400x80mm

KELVIN

6006000154 TAMNA6_10W_WBL_LED_800
6006000155
6006000156
6006000157
6006000158
6006000159
6006000160
6006000161
6006000162
6006000163
6006000164
6006000165

6006000166

TAMNA6_16W_WBL_LED_1280
TAMNA12_12W_WBL_LED_960
TAMNA12_24W_WBL_LED_1920
TAMNA12_35W_WBL_LED_2800
TAMNA16_15W_WBL_LED_1200
TAMNA16_30W_WBL_LED_2400
TAMNA16_45W_WBL_LED_3600
TAMNA20_20W_WBL_LED_1600
TAMNA20_40W_WBL_LED_3200
TAMNA20_60W_WBL_LED_4800
TAMNA24_22W_WBL_LED_1760

TAMNA24_45W_WBL_LED_3600



TAMNA_WOOD_WHITE_TRIAC DIMMABLE

10W 600x80mm 3000K/4000K White
16W 600x80mm 3000K/4000K

12W
24W
35W
15W
30W
45W
20W
40W
60W
22W

45W

3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K

3000K/4000K
3000K/4000K

3000K/4000K

White

White
White
White
White
White
White
White
White
White
White

White

1200x80mm
1200x80mm
1200x80mm
1600x80mm
1600x80mm
1600x80mm
2000x80mm
2000x80mm
2000x80mm
2400x80mm

2400x80mm

KELVIN

IP65
90

POWER SUPPLY
LED CHIPS

6006300115 TAMNA6_10W_WW_LED_800_DIM
6006300116
6006300117
6006300118
6006300119
6006300120
6006300121
6006300122
6006300123
6006300124
6006300125
6006300126

6006300127

TAMNA6_16W_WW_LED_1280_DIM
TAMNA12_12W_WW_LED_960_DIM
TAMNA12_24W_WW_LED_1920_DIM
TAMNA12_35W_WW_LED_2800_DIM
TAMNA16_15W_WW_LED_1200_DIM
TAMNA16_30W_WW_LED_2400_DIM
TAMNA16_45W_WW_LED_3600_DIM
TAMNA20_20W_WW_LED_1600_DIM
TAMNA20_40W_WW_LED_3200_DIM
TAMNA20_60W_WW_LED_4800_DIM
TAMNA24_22W_WW_LED_1760_DIM

TAMNA24_45W_WW_LED_3600_DIM

A surface mounting LED linear luminaire for outdoor and indoor using, with burned wood profile. 

Body: sheet steel white.
Diffuser: UV - stabilised, PRO-LINE optic. Electrical connection via push wire terminal block..
Complete with 3000K or 4000K LED.

Light intensity control (dimming: TRIAC, 0-10V).
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TAMNA_WOOD_BROWN_TRIAC DIMMABLE

10W 600x80mm 3000K/4000K Brown
16W 600x80mm 3000K/4000K

12W
24W
35W
15W
30W
45W
20W
40W
60W
22W

45W

3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K

3000K/4000K
3000K/4000K

3000K/4000K

Brown
Brown
Brown
Brown
Brown
Brown
Brown
Brown
Brown
Brown
Brown

Brown

1200x80mm
1200x80mm
1200x80mm
1600x80mm
1600x80mm
1600x80mm
2000x80mm
2000x80mm
2000x80mm
2400x80mm

2400x80mm

KELVIN

IP65
90

POWER SUPPLY
LED CHIPS

6006300128 TAMNA6_10W_WB_LED_800_DIM
6006300129
6006300130
6006300131
6006300132
6006300133
6006300134
6006300135
6006300136
6006300137
6006300138
6006300139

6006300140

TAMNA6_16W_WB_LED_1280_DIM
TAMNA12_12W_WB_LED_960_DIM
TAMNA12_24W_WB_LED_1920_DIM
TAMNA12_35W_WB_LED_2800_DIM
TAMNA16_15W_WB_LED_1200_DIM
TAMNA16_30W_WB_LED_2400_DIM
TAMNA16_45W_WB_LED_3600_DIM
TAMNA20_20W_WB_LED_1600_DIM
TAMNA20_40W_WB_LED_3200_DIM
TAMNA20_60W_WB_LED_4800_DIM
TAMNA24_22W_WB_LED_1760_DIM

TAMNA24_45W_WB_LED_3600_DIM

A surface mounting LED linear luminaire for outdoor and indoor using, with burned wood profile.

Body: sheet steel brown.
Diffuser: UV - stabilised, PRO-LINE optic. Electrical connection via push wire terminal block..
Complete with 3000K or 4000K LED.

Light intensity control (dimming: TRIAC, 0-10V).
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TAMNA_WOOD_ANTRACITE_TRIAC DIMMABLE

10W 600x80mm 3000K/4000K Antracite
16W 600x80mm 3000K/4000K

12W
24W
35W
15W
30W
45W
20W
40W
60W
22W

45W

3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K

3000K/4000K
3000K/4000K

3000K/4000K

Antracite
Antracite
Antracite
Antracite
Antracite
Antracite
Antracite
Antracite
Antracite
Antracite
Antracite

Antracite

1200x80mm
1200x80mm
1200x80mm
1600x80mm
1600x80mm
1600x80mm
2000x80mm
2000x80mm
2000x80mm
2400x80mm

2400x80mm

KELVIN

IP65
90

POWER SUPPLY
LED CHIPS

6006300141 TAMNA6_10W_WA_LED_800_DIM
6006300142
6006300143
6006300144
6006300145
6006300146
6006300147
6006300148
6006300149
6006300150
6006300151
6006300152

6006300153

TAMNA6_16W_WA_LED_1280_DIM
TAMNA12_12W_WA_LED_960_DIM
TAMNA12_24W_WA_LED_1920_DIM
TAMNA12_35W_WA_LED_2800_DIM
TAMNA16_15W_WA_LED_1200_DIM
TAMNA16_30W_WA_LED_2400_DIM
TAMNA16_45W_WA_LED_3600_DIM
TAMNA20_20W_WA_LED_1600_DIM
TAMNA20_40W_WA_LED_3200_DIM
TAMNA20_60W_WA_LED_4800_DIM
TAMNA24_22W_WA_LED_1760_DIM

TAMNA24_45W_WA_LED_3600_DIM

A surface mounting LED linear luminaire for outdoor and indoor using, with burned wood profile.

Body: sheet steel antracite.
Diffuser: UV - stabilised, PRO-LINE optic. Electrical connection via push wire terminal block..
Complete with 3000K or 4000K LED.

Light intensity control (dimming: TRIAC, 0-10V).

107



TAMNA_WOOD_BLACK_TRIAC DIMMABLE

10W 600x80mm 3000K/4000K Black
16W 600x80mm 3000K/4000K

12W
24W
35W
15W
30W
45W
20W
40W
60W
22W

45W

3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K
3000K/4000K

3000K/4000K
3000K/4000K

3000K/4000K

Black
Black
Black
Black
Black
Black
Black
Black
Black
Black
Black

Black

1200x80mm
1200x80mm
1200x80mm
1600x80mm
1600x80mm
1600x80mm
2000x80mm
2000x80mm
2000x80mm
2400x80mm

2400x80mm

KELVIN

IP65
90

POWER SUPPLY
LED CHIPS

6006300154 TAMNA6_10W_WBL_LED_800_DIM
6006300155
6006300156
6006300157
6006300158
6006300159
6006300160
6006300161
6006300162
6006300163
6006300164
6006300165

6006300166

TAMNA6_16W_WBL_LED_1280_DIM
TAMNA12_12W_WBL_LED_960_DIM
TAMNA12_24W_WBL_LED_1920_DIM
TAMNA12_35W_WBL_LED_2800_DIM
TAMNA16_15W_WBL_LED_1200_DIM
TAMNA16_30W_WBL_LED_2400_DIM
TAMNA16_45W_WBL_LED_3600_DIM
TAMNA20_20W_WBL_LED_1600_DIM
TAMNA20_40W_WBL_LED_3200_DIM
TAMNA20_60W_WBL_LED_4800_DIM
TAMNA24_22W_WBL_LED_1760_DIM

TAMNA24_45W_WBL_LED_3600_DIM

A surface mounting LED linear luminaire for outdoor and indoor using, with burned wood profile.

Body: sheet steel black.
Diffuser: UV - stabilised, PRO-LINE optic. Electrical connection via push wire terminal block..
Complete with 3000K or 4000K LED.

Light intensity control (dimming: TRIAC, 0-10V).
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DENA HIGHBAY LUMINAIRE

IK10
IP65

160LM/W

Antiglare LED high bay luminaire.
Electronic dimmable output control gear.
Class I electrical.
Housing: Pure aluminium

Thermal Conductivity: 226W/m•K.
Lens/Diffuser: PMMA LENS with antiglaring film.

Dimming: Fixed output, or dimmable, or DALI.

6009900015 DENA Suspending cable 1m lenght 2pcs set

6009900016

6009900017

6009900018

DENA Suspended cable mounting bracket

DENA Mounting bracket for wall or ceiling instalation

DENA Mounting bracket for fitting two lights together

ACCESORIES:

6009000015 100WDENA160_100W_LED_16000

6009000016 120W

6009000017

6009000018

DENA160_120W_LED_19200

DENA160_150W_LED_24000

DENA160_200W_LED_32000

150W

200W

362x257x120mm

415x310x120mm

487x362x120mm

487x362x120mm

16000 lm

19200 lm

24000 lm

32000 lm
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570x150x55 mm

865x150x60 mm

1145x150x60 mm

570x150x55 mm

865x150x60 mm

1145x150x60 mm



570x150x55 mm

865x150x60 mm

1145x150x60 mm

570x150x55 mm

865x150x60 mm

1145x150x60 mm
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UNA 

6009000010

6009000011

6009000012

UNA180_100W_LED_18000

UNA180_150W_LED_27000

UNA180_200W_LED_36000

248x158mm

308x168mm

360x174mm

18000lm

27000lm

36000lm
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LION

6007000025 18WLION140_18W_LED_2520 600x70x50mm 2520 lm

6007000026 36WLION140_36W_LED_5040 1200x70x50mm 5040 lm

6007000027 50WLION140_50W_LED_7000 1500x70x50mm 7000 lm

6007000028 70WLION140_70W_LED_9800 1500x70x50mm 9800 lm



680x60x60  mm

1240x60x60  mm

1540x60x60  mm

680x60x60  mm

1240x60x60  mm

1540x60x60  mm
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630x80x45m m

1230x80x45m m

1230x80x45m m

1530x80x45m m
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12000lm

1265x80x80 mm

1570x80x80 mm
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SENSOR

S_6002 SENSOR_1-10V, DIMM

S_6001 SENSOR_1-10V, ON-OFF-DIMM

S_R_6001 SENSOR_1-10V, ON-OFF-DIMM_REMOTE
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150LM/W

IK08
IP66

70

6009000050 60WEMET160_60W_LED_9600

6009000051 80W

6009000052

6009000053

EMET160_80W_LED_12800

EMET160_100W_LED_16000

EMET160_120W_LED_18000

100W

120W

354x312mm

354x312mm

354x312mm

354x312mm

9600 lm

12800 lm

16000 lm

18000 lm

6009000054 150WEMET160_150W_LED_22500 354x312mm 22500 lm

6009000055 200WEMET160_200W_LED_28000 354x312mm 28000 lm

Explosion proof LED luminaire.
Electronic fixed or dimmable output control gear.

Thermal Conductivity: 226W/m•K.
Housing: Pure aluminium A6063.

Explosion proof driver.

EMET 
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150LM/W

IP66

ENID

Explosion proof LED luminaire.
Electronic fixed or dimmable output control gear.

Explosion proof driver.
Housing: Pure aluminium A6063.

6009000045 20WENID150_20W_LED_3000

6009000046 40W

6009000047

6009000048

ENID150_40W_LED_6000

ENID150_40W_LED_6000

ENID150_60W_LED_9000

40W

60W

600x70x58mm

600x70x58mm

1200x70x58mm

1200x70x58mm

3000 lm

6000 lm

6000 lm

9000 lm

6009000049 80WENID150_80W_LED_12000 1500x70x58mm 12000 lm

IK10 80



Explosion proof LED floodlight.
Electronic fixed or dimmable output control gear.

Thermal Conductivity: 226W/m•K.
Housing: Pure aluminium A6063.

Explosion proof driver.
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150LM/W

IK08
IP66

70

ELGIN

6009000056 25WELGIN150_25W_LED_9600

6009000057 50W

6009000058

6009000059

ELGIN150_50W_LED_12800

ELGIN150_70W_LED_16000

ELGIN150_100W_LED_18000
70W

100W

374x276x171mm 9600 lm
12800 lm

16000 lm

18000 lm

6009000060 150WELGIN150_150W_LED_22500 22500 lm

6009000061 200WELGIN150_200W_LED_28000 28000 lm

374x276x171mm

374x276x171mm

374x276x171mm

374x276x171mm

374x276x171mm
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150LM/W

IK08
IP66

TENRI

FLOOD LIGHT LED luminaire.
Electronic fixed output control gear.
Class I electrical.
Housing: Die-cast Aluminum ADC 12
Lens/Diffuser: PMMA LENS.
Dimming: Fixed output.

6009900027 TENRI plug-in Micro wawe sensor + day light sensor

6009900028 TENRI plug-in PIR sensor + day light sensor

ACCESORIES:

6009000027 50WTENRI150_50W_LED_7500

6009000028 100W
6009000029

6009000030

TENRI150_100W_LED_15000
TENRI150_150W_LED_22500

TENRI150_200W_LED_30000

150W

200W

280x245x53mm

354x319x53mm
400x359x63mm

430x389x63mm

7500 lm

15000 lm
22500 lm

30000 lm
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VISTA 
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BRENT 
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TAMASENS 

TAMASENS_20W_LED_2400 150x140x44 mm 2400 lm

TAMASENS_50W_LED_5500 210x185x44 mm 5500 lm

IK0 3

6008100022

6008100023

6008100024

6008100025

TAMASENS_10W_LED_1200

TAMASENS_30W_LED_3600

1200 lm

3600 lm

145x112x44 mm

175x175x44 mm
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TOLEDO 

TOLEDO90_20W_LED_2400 121x132x21 mm 2400 lm

TOLEDO90_50W_LED_5500

TOLEDO90_100W_LED_10000

208x173x30 mm 5500 lm

298x250x35 mm 10000 lm



170x120x48 mm

170x120x48 mm

200x150x48 mm

230x180x48 mm

268x220x48 mm

295x250x48 mm

131

TOLEDO_SENS_PRO 
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LED road lighting lantern.
Electronic fixed output control gear.
Class II electrical.
Housing: Die-cast Aluminum.
Diffuser: tempered glass PMMA lens. 

160LM/W

ACCESORIES:

6008900032 HEMET Surge protector 10kV
6008900033
6008900034

6008900035

6008000032

6008000033

6008000034

6008000035

6008000036
6008000037

6008000038

6008000039

6008000040

6008900036

HEMET Street light photocel. Function: constant 
illuminnace, auto dimming, midnight automatucally dim down
HEMET Street light photocel. Function: constant illuminnace, 
auto dimming, midnight automatucally dim down. App: smart phone controll

HEMET

HEMET Surge protector 20kV
HEMET Street light photocel. Function: “on/of“ 

24WHEMET160_24W_LED_3840

40WHEMET160_40W_LED_6400
515x190x99mm

515x190x99mm

3840 lm

6400 lm
HEMET160_60W_LED_9600

HEMET160_80W_LED_12800

HEMET160_100W_LED_15000
HEMET160_120W_LED_18000

HEMET160_150W_LED_22500

HEMET160_180W_LED_27000

HEMET160_200W_LED_30000

60W

80W

515x190x99mm

575x242x109mm

9600 lm

12800 lm

100W
120W

150W

180W

575x242x109mm
615x262x109mm

615x262x109mm

685x287x109mm

15000 lm
18000 lm

22500 lm

27000 lm

200W 685x287x109mm 30000 lm
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LED road lighting lantern.
Electronic fixed output control gear.
Class II electrical.
Housing: Die-cast Aluminum.
Diffuser: tempered glass PMMA lens. 

ACCESORIES:

6008900041
6008900042
6008900043

6008900044

6008000041

6008000042

6008000043

6008000044

6008000045
6008000046

6008000047

6008000048

6008000049

6008900045

HEZE

160LM/W

HEZE Surge protector 10kV

HEZE Street light photocel. Function: “on/of“

HEZE Surge protector 20kV

HEZE Street light photocel. Function: constant 
illuminnace, auto dimming, midnight automatucally dim down

HEZE Street light photocel. Function: constant illuminnace, 
auto dimming, midnight automatucally dim down. App: smart phone controll

24WHEZE160_24W_LED_3840

40WHEZE160_40W_LED_6400

HEZE150_60W_LED_9000

HEZE150_80W_LED_12000

60W

80W

568x200x109mm

568x200x109mm

568x200x109mm

613x240x109mm

3840 lm

6400 lm

9000 lm

12000 lm

100WHEZE150_100W_LED_15000
120WHEZE140_120W_LED_16800

HEZE140_150W_LED_21000

HEZE140_180W_LED_25200

150W

180W

613x240x109mm
613x240x109mm

683x260x109mm

693x300x109mm

15000 lm
16800 lm

21000 lm

25200 lm

HEZE140_200W_LED_28000 200W 693x300x109mm 28000 lm

80



397x150x60 mm

395x150x65 mm

470x168x63 mm

470x168x63 mm
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ACCESORIES:

GIZA

3000K
4000K

GARDEN LIGHT LED luminaire.
Electronic fixed output control gear.
Class I electrical.
Housing: Die-cast Aluminum.
Lens/Diffuser: PMMA LENS. 
Symetric or asymetric light distribution.
Dimming: Fixed output.

80

6009900041 GIZA SPD Surge protector 20kV

6009900042 GIZA Installation adapter compatible with 60mm pole

6009000041 30WGIZA170_30W_LED_5100

6009000042 40W

6009000043

6009000044

GIZA170_40W_LED_6800

GIZA170_60W_LED_9600

GIZA170_90W_LED_13500

60W

90W

422x539mm

422x539mm

422x539mm

422x539mm

5100 lm

6800 lm

9600 lm

13500 lm
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ACCESORIES:

6009900019

6009900020

6009900021

6009900022

6009000019

6009000020

6009000021

6009000022

DINA

80

High mast LED luminaire for sport fields.
Electronic, fixed output control gear, external driver.
Class I electrical.
Housing: Pure aluminium

Thermal Conductivity: 96W/m•K.
Lens/Diffuser: PMMA LENS with antiglaring film.

Dimming: Fixed output, or with Knob dimmer.

190LM/W

DINA SPD Surge protector 20kV
DINA Laser sight aiming device with distance 
maximum 1000km
DINA DMX RDM to 0-10V Converter IP67
DINA 0-10V Knob Dimmer. Dimming range 0-100%. 
Power adjustable from 0W to 1200W

500WDINA190_500W_LED_95000

600WDINA190_600W_LED_108000

DINA190_800W_LED_152000

DINA180_1000W_LED_180000

800W

1000W

592x509x263mm

592x509x263mm

697x649x263mm

697x649x263mm

95000 lm

108000 lm

152000 lm

180000 lm
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ACCESORIES:

DEVA

80

High mast LED luminaire for sport fields.
Electronic, fixed output control gear, external driver.
Class I electrical.
Housing: Pure aluminium

Thermal Conductivity: 96W/m•K.
Lens/Diffuser: PMMA LENS with antiglaring film.

Dimming: Fixed output, or with Knob dimmer.

160LM/W

6009900023 DEVA visor for reducing upward light pollution

6009900024

6009900025
6009900026

DEVA Laser sight aiming device with 
distance maximum 1000m
DEVA driver box
DEVA DMX RDM to 0-10V Converter IP67

6009000023 500WDEVA160 HM500PE2F-CM

6009000024 600W

6009000025

6009000026

DEVA160 HM600PE3F-CM

DEVA160 HM1K0PE4F-CM

DEVA160 HM1K2PE5F-CM

1000W

1200W

721x315x158mm

721x315x158mm

810x502x158mm

810x512x158mm

80000 lm

96000 lm

160000 lm

192000 lm

6009000027

6009000028

DEVA160 HM1K5PE6F-CM

DEVA160HM1K8PE7F-CM

1500W

1800W

810x704x158mm

810x704x158mm

240000 lm

288000 lm
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IK08
IP66

TOGAN

ACCESORIES:

150LM/W

FLOOD LIGHT LED luminaire.
Electronic fixed output control gear.
Class I electrical.
Housing: Die-cast Aluminum ADC 12
Lens/Diffuser: PMMA LENS with anti glare film.
UGR<21.
Dimming: Fixed output.

6009900031 TOGAN SPD SURGE PROTECTOR 20kV
6009900032 TOGAN Stainless steel mech protection for 100, 150W
6009900033 TOGAN Stainless steel mech protection for 200W

6009900034 TOGAN Stainless steel mech protection for 240, 300W

6009000031 100WTOGAN140 HM100NE1G-CM

6009000032 150W

6009000033

6009000034

TOGAN140 HM150NE1G-CM

TOGAN140 HM200NE1G-CM

TOGAN140 HM240NE1G-CM

200W

240W

461x320x69mm

461x320x69mm

461x380x69mm

534x440x69mm

14000 lm

21000 lm

28000 lm

33600 lm

6009000035 TOGAN140 HM300NE1G-CM 300W 534x440x69mm 42000 lm
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IK08
IP66

TRENTON

ACCESORIES:

150LM/W

FLOOD LIGHT LED luminaire.
Electronic fixed output control gear.
Class I electrical.
Housing: Die-cast Aluminum ADC 12
Lens/Diffuser: PMMA LENS with anti glare film.
UGR<21.
Dimming: Fixed output.

6009900036 TRENTON SPD SURGE PROTECTOR 20kV
6009900037 TRENTON metal visor
6009900038 TRENTON Stainless steel mech protection for 100, 150W

6009900039 TRENTON Stainless steel mech protection for 200, 240W

6009000036 100WTRENTON150_100W_LED_15000

6009000037 150W

6009000038

6009000039

TRENTON150_150W_LED_22500

TRENTON150_200W_LED_30000

TRENTON150_240W_LED_36000

200W

240W

292x246x53mm

336x146x53mm

407x328x53mm

407x328x53mm

15000 lm

22500 lm

30000 lm

36000 lm

6009000040 TRENTON150_300W_LED_45000 300W 496x411x71mm 45000 lm

6009900040 TRENTON Stainless steel mech protection for 300, 400W

6009000041 TRENTON150_400W_LED_60000 400W 496x411x71mm 60000 lm
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VESTA NARROW

IK03

VESTA1022R MODOLED LED PANEL ROUND 6W 100 402 lm

118

175

518 lm

1077 lm

8W

15W

VESTA1023R

VESTA1024R

MODOLED LED PANEL ROUND

MODOLED LED PANEL ROUND
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